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1kV MEGOHMMETER

Molded in Magnetic Mount

For convenient

Data Hold Button hands-free measurements

Facilitates accurate

capture of readings
Large, Bright Digital Display

Allows operator to read in low
light conditions

Easy-to-use User Interface

Convenient Kick Stand

Allowing the tester to

be kept upright Rotary Selector

GNEENLER ey Select from the available
10 functions

Non-Skid Over Molded
Rubber Holster

Protects the meter 5882A
against debris

5882A SPECIFICATIONS + Accessories included: (2) red and black leads, (2) red and black

Pre-set Test Voltages 50V, 100V, 250V, 500V, 1000V tes:t alllggtor F:Ilps, (1) black test probe and soft carrying case
(with calibration certificate*)

Resistance Measurement 0 to 4MQ

Frequency Measurement 15.3 to 800Hz
Voltage Measurement .3 to 700V CAT. NO. DESCRIPTION
Operating Temperature AFt0131F [n] 5882 783310071549  Megohmmeter 1kV
E 5882A-C 783310084815 Megohmmeter 1kV, Calibrated
Storage Temperature 22°Fto 176 °F

) Test Lead Kit (2) Red & Black Leads, (2) Red & Black Test
Continuity Checking <100Q (] [r] 5882ALK 783310085676 Probes, (2) Red & Black Alligator Clips

[n] [R] 5882A-B 783310087762 1KV Soft Carrying Case

Standby Mode After 5 minutes of inactivity

Battery Power Supply Six 1.5V AA *Calibrated only
Weight 1.07 Ib

Safety Voltage Rating Cat IV, 600V
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5124

MOTOR ROTATION INDICATOR

Over-molded Holster

Protects the meter
from debris

LED Motor Rotation Indicators

Phase Sequence Indicators

- @D

SPECIFICATIONS

Voltage Range (Line-to-Line) Rotational field: 80V to 440V

Phase: 190V to 600V

Frequency 50Hz to 60Hz
Battery 9V
Safety Voltage Rating Cat lll, 600V

E] =NEW PRODUCT E = REPLACEMENT PART

Accessories included: (2) red and black leads, (2) red and black
test alligator clips, (1) black test probe and soft carrying case
(with calibration certificate*)

&N )\ef UPC NO. DESCRIPTION

[n] 5124 783310088752  Phase Sequence Rotation Motor Indicator Kit
[N][R] 5124-LK 783310088776 Tri-color Leads with Alligator Clips Replacement
[n][R] 5124-B 783310088769  Soft Carrying Case Replacement

*Calibrated only

- ACCESSORY - BARE TOOL Professional. Nothing Less! 405



SPECIALTY
TEST EQUIPMENT

CLM 1000

@ GREENLEE

Importagdo / Distribuicdo / Assisténcia Técnica

Nune$ OliveirA

TEL.: (11) 3382-0600
www.nunesoliveira.com.br
diretoria@nunesoliveira

Standard Cable Length Meter

Measures length of cable without removing it from spool, counting turns or

weighing spool

Push button selections of copper or aluminum cable

Eight user-programmable settings for other gauges
+ Powered by (6) 1.5V AA batteries

SPECIFICATIONS

Display LCD, 4 1/2"

Voltage Rating Not intended for connection to live voltage
Resistance Range 199.9 milliohms to 1999.9Q in 5 ranges
Cable Length From 15 ft to 100 ft

Resistant Values Down to 199.99Q

Pre-set AWG wire gages (CLM-1000) | 18,16,14,12,10, 8, 6,4,2,1/0, 2/0, 3/0, 4/0

Pre-set kemil wire sizes (CLM-1000) | 250, 350, 400, 500, 600, 750, 1000

Metric wire sizes (CLM-1000E) 0.75,1,1.5,2.5,4, 6,10, 16, 25, 35, 50, 70, 95, 120, 150,

@.F el UPC NO. DESCRIPTION

185, 240, 300, 400, 500 mm?

CLM-1000 783310027195  Standard Cable Length Meter

CLM-1000E 783310027201  Metric Cable Length Meter

CLM-ROD 783310027218  Calibration Rods (Pair)

CLM-CLIPS 783310027225  Kelvin Clips (Pair)

Importagao / Distribuicao

Numne$ OliveirA

Maquinas e Ferramentas para Saneamento,
Industria, Construggo, Oleo e Gés

TEL.: (11) 3382-0600
www.nhunesoliveira.com.br
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Rua do Bosque, 383/387 - Cep 01136-000
Barra Funda - Séo Paulo - SP
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TG-1000 & TG-2000 Infrared Thermometers
BOTH TG-1000 AND TG-2000 OFFER:

+ Safe, non-contact temperature measurement
+ Display temperatures in either Fahrenheit or Celsius

+ Adjustable emissivity for optimum temperature reading accuracy
on a wide range of materials and surfaces

+ Min, Max, Difference and Average temperature functions
+ Backlit display for easy readings in any environment

TG-1000 FEATURES:

+ Laser spot indicator showing approximate center of target
measurement area

TG-2000 FEATURES

+  Wider temperature range
+ Higher distance-to-spot (D:S) Ratio for measuring smaller targets
or at greater distances

+ Dual lasers indicate approximate diameter of target
measurement area

TG 2000

SPECIFICATIONS

TG 1000

E =NEW PRODUCT E = REPLACEMENT PART

= ACCESSORY =BARE TOOL

Professional. Nothing Less:

TG-1000 TG-2000
CAUTION .m%fzmrssm .

*;‘;:s:m;ww e | Range - °F 76 1022 76 1157
Voaongh S350 o e & Range - °C 60 500 60 625
Complies with 21 CFR, Chapter 1, subchapter J

D:S Ratio 12:1 16:1

Laser X Dual
K-Type Contact - X
Emissivity .10 1.00 .10 1.00
Backlight X X

Alarms Hi/Low Hi/Low
&.9F ol UPC NO. DESCRIPTION

TG-1000 783310001034  Infrared Thermometer

TG-2000 783310001041  Dual Laser Infrared Thermometer
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Digital Light Meter

+ Measures incandescent, fluorescent, metal halide, high-pressure
sodium and halogen lamp output

+ Color and cosine corrected for enhanced accuracy

+ Measures up to 50,000 lux

+ Peak and data hold means no lost measurements

+ Accessories included: (1) 9V battery and carrying case

SPECIFICATIONS

ILLUMINANCE RANGE

Foot Candles 0.01 - 5,000 fc (20/200/2,000/5,000)
Lux 0.1-50,000 lux (200/2,000/20,000/50,000)
ACCURACY
 QREENLEE
: Incandescent Light Source +4%
Other Light Sources +7%
Temperature Range 0°to 40° C (32°to 104° F)
Sampling Rate 2.5 times per second
UPC NO. DESCRIPTION
calibration
available 93-172 783310060604  Digital Light Meter
93-172-C* 783310070849  Digital Light Meter, Calibrated
E 06200 783310062004  Carrying Case
[R] 06061 783310060611  Sensor
E 06083 783310060833  Sensor Case

*Includes Certificate of Calibration
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ACCESSORIES Sure-Grip Test Leads

39" (1 m) long flexible silicon insulated wire

Right angle meter plugs

Comfort grip overmolded probes

Gold plated tips for low contact resistance
+ Set of 2 leads, one black and one red

Measurement Category:
+ With Caps: CAT IV 1000 V
+ Without Caps: CAT 11 1000 V

Maximum current 10 amps

UPC NO. DESCRIPTION
TSG-3 783310120346  Sure-Grip Test Leads

O ©® Ce cus

Bead Temperature Probe

+ For surface and air/gas temperature measurement
Not suitable for liquids
Measurement range: -40°F to 399°F (-40°C to 204°C)
Probe length: 39.4" £+0.2" (1 m 5 mm)
Type K thermocouple

UPC NO. DESCRIPTION
TPB 783310075929  Temperature Probe

Deluxe Carrying Case

Durable nylon carrying case
+ Inside pocket for test leads
With carry strap and double stitched belt loop

SPECIFICATIONS

Size 11-1/4" x 3" x 2" (285.8 mm x 76.2 mm x 50.8 mm)
UPC NO. DESCRIPTION
TC-15 783310075950  Deluxe Carrying Case

=NEW PRODUCT E = REPLACEMENT PART = ACCESSORY =BARE TOOL 409
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Deluxe Carrying Case

Durable nylon carrying case
Inside pocket for test leads
With carry strap and double stitched belt loop

SPECIFICATIONS

Size 11-1/4" x 4-1/2" x 2 1/8" (285 mm x 115 mm x 55 mm)
UPC NO. DESCRIPTION
TC-30 783310075363  Deluxe Carrying Case

Deluxe Carrying Case

+ Durable nylon carrying case
Inside pocket for test leads
With carry strap and double stitched belt loop

SPECIFICATIONS

Size 7-3/4"x 6-1/4" x 2" (196.9 mm x 158.8 x 50.8 mm)
UPC NO. DESCRIPTION
TC-20 783310075356  Deluxe Carrying Case
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FUSE SELECTION GUIDE

Q 0 =) Yo =1 =
2 ™ iy = 3 2 o o‘o‘. S 0 mﬁ.
E S| 3 35| S|z 2 & 5 | &3 So| & & 23
b~ S| E ST 3 I S & Ex | 5 % =
w < w < w ¥ w o w= < w o9 oy < X w <w2| o9 X w
- 7 7 7 FON 7 oRs ©° 0 » ton| o8s »
= zs9 z=9 z8_|z382| z=3 Bx3 8 x z z9 z-3&| BXS z9
-7 I3 <6 o2 (<o n| L8 N2D N < <o STOIN] NTD o
f S5 | Spo| sSusS |[Sounl| S840 | Noo Yo = S5 [Sagl No® =3
£ g 2iE | BIE| 373 |2fc| 24F | S5s g3 | & | BP 3zPs| fss| &F
2> Sak Sak SES |3SEE| S5k ESa g3 = Sk SSEE Ego Sk
ww 0noa moOa o aJdm [ )= QTR moOa Lown uwo o [+ ] [ =TT wLewn [« [}
DM-200A - - - - - X - - X - - -
DM-210A - - - - - X - - X - -
DM-510A - - - - - X - - X - - -
DM-810A - - - X - - - - - X - -
DM-820A - - - X - - - - - X - -
DM-830A - - - X - - - - - X - -
DM-860A - - - X - - - - - X - -
FUSE RATINGS - - - - - - - - - - - -
AMPERAGE 160 mA 315mA 400 mA 440 mA 500 mA 630 mA 630 mA 10A 10A 1TA 12.5A 15A
VOLTAGE 250V 250V 600V 7000V 250V 500V 660V 250V 600V 7000V 500V 600V
INTERRUPTING
RATING (AMPS) 1,500 1,500 10,000 10,000 1,500 150,000 30,000 200 100,000 10,000 20,000 100,000

SOFTWARE COMPATIBILITY
DMSC-2U DMSC-9U DMSC-9 CMSC-1U

DM-200A X
DM-210A X - - -
DM-510A X
DM-810A
DM-820A
DM-830A

|
X X | X

|

|

E = NEW PRODUCT E = REPLACEMENT PART = ACCESSORY = BARE TOOL Professional. Nothing Less: 411
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INSTRUMENT CASE COMPATIBILITY

CASE CAT NO. TC-20 TC-30 TC-40 CMF-B
GT-95 - - - -

GT-65 - - - -

DM-800 Series X

DM-500 Series X -
DM-200 Series X

DM-25 - -
CMI-1000 - X

CM-1500 Series - X - -
CM-1300 Series - X

CM-900 Series - - - -
CM-800 Series - - - -
CM-600 Series - - - -
CM-450 - - - -
CM-410 - - - -
CM-330 - - - -
CSJ-100 - - - -
CMT-90 - - - -
CMT-80 - - - -
CMF-100/CMF-118 - - -
FC-100/FC-118 - - -

Importacao / Distribuicao TEL.: (11) 3382-0600 FABRICANTE:

NumneS OliveirA  oienneoisimcons

Méquinas e Ferramentas para Saneamento, Rua do Bosque, 383/387 - Cep 01136-000
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