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TEST & MEASUREMENT -
HIGH VOLTAGE

The HD Electric high voltage Test, Measurement & Safety
Products are designed and manufactured to help customers
manage and deliver electric power safely and efficiently. This

is accomplished by creating products and providing solutions
with a passion for excellence and innovation. At the core of our
success is the relationships we established with our customers
and the reputation of our products. HD Electric has a complete
range of quality, field-proven and dependable products that test,
measure and control electric power.
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HOUBLE VISION Voltmetar

DDVM 40

FEATURES

Measures voltage and performs phasing operations

from 5V to 40kV

Two large displays are synchronized with the same

voltage reading shown

Versatile for overhead and
underground applications

Capacitive Test Point and Peak Hold modes

Tests for leakage current in cable fault test mode

with available accessory

416

SPECIFICATIONS

Operating Voltage Range

5V to 40kV line to ground or line to line

Operating Frequency

AC 25-1000Hz or DC

Accuracy

Within 1% of reading +/ 3 counts

LED Numeral Height

0.7", indicates 3 digits

Battery

9V lithium or alkaline, one in each display housing

Battery Life

8 hours of continuous use under normal conditions

Operating Temperature Range

-20°F to +120°F (-29°C to +49°C)

Weight (Without Probes)

4.021b (1.82 kg)

Dimensions (Without Probes)

14"Lx4"Hx45/8"W (36 cmx10cmx 11 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 cm); Extended: 12' (3.6 cm)

Cord Voltage Rating

Up to 20kV
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PROBES AND ACCESSORIES

Overhead Probes Underground Dead Front | Insulated Underground Cable Fault Proof Tester® Extension Hot Sticks
Bushing Probes Underground Elbow Probe Testing Voltmeter/Phaser
Probe Bushing Tester
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025-0LPS-5 (I); ASP-15/25 (I); GCP 1 EA 15/25 CFT35 PT 50008 Different Lengths
025-0LPS-6 (r) ASP-35U (r) and Telescopic Hot
Sticks Available

CAT. NO. UPC NO. DESCRIPTION

DDVM-40 783310081111 Includes DDVM-40 with (2) 025-OLPS-5 Overhead Hook Probes and CS-DDVM Case

Kit Includes DDVM-40 with (2) 025-OLPS-5 Overhead Hook Probes, (1) PT-5000B Proof Tester Voltmeter Tester and
CS-DDVM Case

Kit Includes DDVM-40 with (2) 025-OLPS-5 Overhead Hook Probes, (1) PT-5000B Proof Tester Voltmeter Tester, (2) ASP-15/25
UG Bushing Probes and CS-DDVM Case

Kit Includes DDVM-40 with (2) 025-OLPS-5 Overhead Hook Probes, (1) PT-5000B Proof Tester Voltmeter Tester, (2) ASP-15/25
UG Bushing Probes, (1) CFT-35 Cable Fault Tester and CS-DDVM Case

025-0LPS-5 783310555834 Overhead Brass Hook Probe
025-0LPS-6 783310555841 Overhead Brass Pigtail Probe

DDVM-40/K01 783310081128

DDVM-40/K02 783310081135

DDVM-40/K03 783310081142

ASP-15/25 783310055297 15kV and 25kV Class Insulated Underground Probe for Loadbreak Bushings

ASP-35U 783310555773 35kV Insulated Underground Probe for Loadbreak Bushings Designed for Both Elastimold® and Cooper® (RTE) Bushings
GCP-1 783310555803 General Contact Underground Distribution Probe

EA-15/25 783310555797 15kV and 25kV Class Underground Loadbreak Elbow Probe

CRI:35 783310555780 Cable Fault Tester for Use up to 35kV System Voltages (21kV Phase-to-Ground)

PT-5000B 783310628392 Proof Tester Voltmeter Tester Confirms Proper Operation — 9V Battery Operated — 5000V Output
S-4H 783310628439 4" Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass

S-6H 783310628446 6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass

B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks

B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks

CS-DDVM 783310555698 Plastic Carrying Case

NOTE: The use of a hot stick is required. Other kits are available.

E = NEW PRODUCT E = REPLACEMENT PART = ACCESSORY = BARE TOOL Professional. Nothing Less: 417
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Oversized, Dual
Digital LED Display

One-Button Operation
For All Functions
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Durable Housing

DDPM 40

Heavy-Duty
Ground Cords

Universal Spline and

>
Shotgun Stick Connections

Wireless
Communication

FEATURES

418

Measures voltage from 5V to 43kV
line to line

Can be used individually as
voltmeters or together for phasing
operations up to 100 ft (30 m) apart
Clear indication of phase angle
Two LED displays are

automatically synchronized during
phasing operations

Versatile for overhead and
underground applications

Capacitive Test Point and Peak
Hold modes

GREENLEE.COM

SPECIFICATIONS

Operating Voltage Range

5V-43kV line to line, 5V-25kV line to ground, AC 25-1000Hz or DC

Phasing Frequency

50/60Hz

Accuracy

Within 1% of reading +/- 3 counts (line-to-ground & line-to-line measurements)

LED Numeral Height

0.7", indicates 3 digits

Battery

9V lithium or alkaline, one in each display housing

Battery Life

8 hours of continuous use under normal conditions

Operating Temperature Range

-20°F to +120°F (-29°C to +49°C)

Weight (Without Probes)

2.251b (1.02 kg) each unit

Dimensions (Without Probes)

14"Lx4.1"Hx4.6"W (36 cmx 10 cm x 12 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)

Cord Voltage Rating

Up to 20kV
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PROBES AND ACCESSORIES

Overhead Probes Underground Dead Front Insulated Underground Elbow Proof Tester® Extension Hot Sticks
Bushing Probes Underground Probe | Probe Voltmeter/Phaser Tester
S ] \
. 2 q |
: . / .
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- = ce
025-0LPS-5 (I); ASP-15/25 (l); GCP 1 EA 15/25 PT 5000B Different Lengths
025-0LPS-6 (r) ASP-35U (r) and Telescopic Hot
Sticks Available

INCLUDED ACCESSORIES

UPC NO. DESCRIPTION 025- | ASP- | ASP- PT- Cs- Cs-
OLPS-5| 15/25 35U 5000B | SVM | DDVM
|E| DDPM-40S 783310042914  Dual Display Wireless Phasing Meter 5V-43kV, OH Single Kit, Base 1 0 0 0 1 0
DDPM-40S/K01 783310042938  Dual Display Wireless Phasing Meter 5V-43kV, OH Single Kit 1 1 0 0 1 1 0
DDPM-40S/K02 783310042945  Dual Display Wireless Phasing Meter 5V-43kV, OH/UG Single Kit 1 1 1 0 1 1 0
DDPM-40S/K03 783310042952  Dual Display Wireless Phasing Meter 5V-43kV, OH/UG Single Kit 2 1 1 1 1 0 1
DDPM-40 783310081159  Dual Display Wireless Phasing Meter 5V-43kV, OH Kit, Base 2 0 0 0 0 1
DDPM-40/K01 783310081166  Dual Display Wireless Phasing Meter 5V-43kV, OH Kit 1 2 0 0 1 0 1
DDPM-40/K02 783310081173  Dual Display Wireless Phasing Meter 5V-43kV, OH/UG Kit 1 2 2 0 1 0 1
DDPM-40/K03 783310042907  Dual Display Wireless Phasing Meter 5V-43kV, OH/UG Kit 2 2 2 2 1 0 1
025-0LPS-5 783310555834  Overhead Brass Hook Probe
025-0LPS-6 783310555841  Overhead Brass Pigtail Probe
ASP-15/25 783310055297 15kV and 25kV Class Insulated Underground Probe for

Loadbreak Bushings

35kV Insulated Underground Probe for Loadbreak Bushings Designed

AERESY R 7 for Both Elastimold® and Cooper® (RTE) Bushings

GCP-1 783310555803  General Contact Underground Distribution Probe

EA-15/25 783310555797  15kV and 25kV Class Underground Loadbreak Elbow Probe
PT-5000B 783310628392  Proof Tester Voltmeter Tester — Confirms Proper Operation
S-4H 783310628439 gigr):::esric;?b::g;;?k with Universal Spline, Foam Filled, 1-1/4"
S-6H 783310628446 g‘igrﬁ::es,ri'o:?bg%:;isck with Universal Spline, Foam Filled, 1-1/4"
CS-SVM 783310555704  Plastic Carrying Case for DDPM-40S and Kits

CS-DDVM 783310555698  Plastic Carrying Case for DDPM-40 and Kits

NOTE: The use of a hot stick is required. Other kits and telescopic hot sticks are available.

E = NEW PRODUCT E = REPLACEMENT PART = ACCESSORY =BARETOOL Professional. Nothing Less: 419
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DOUBLE VISION™ Voltage Indicator / Phaser

Voltags Indicatar / Phaver O

DDVIP 138

Wireless c €
Communication

FEATURES SPECIFICATIONS
+ Measures voltage from 100V to 138kV line to line | i | "
- ing V R 100V-138kV li ine, 100V—80kYV li ,
+ Can be used individually as voltage indicators Operating Voltage Range A%050/6%?42 ine to line, 100V-80kV line to ground
or together for phasing operations up to 100 ft
(30 m) apart Phasing Frequency 50/60Hz
* Two LED displays are automatically synchronized Accuracy Within 15%, dependent on geometry

during phasing operations
+ Clear in-phase and out-of-phase indication
+ Versatile for overhead and Battery 9V lithium or alkaline, one in each display housing
underground applications

+ Capacitive Test Point and Peak Hold modes

LED Numeral Height 0.7", indicates 3 digits

Battery Life 8 hours of continuous use under normal conditions

Operating Temperature Range -20°F to +120°F (-29°C to +49°C)

Weight (Each Unit, Without Probe) 1.6 1b (0.7 kg)

Dimensions (Without Probes) 14"Lx4.6"Wx4.1"H (36 cmx 12 cm x 10 cm)
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PROBES AND ACCESSORIES

Overhead Probes Underground Dead Front Insulated Underground Elbow Proof Tester® Extension Hot Sticks
Bushing Probes Underground Probe | Probe Voltmeter/Phaser Tester
/ \ ! 1
E = | Cce
025-0LPS-5 (I); ASP-15/25 (I); GCP 1 EA 15/25 PTDDVIP Different Lengths
025-0LPS-6 (r) ASP-35U (r) and Telescopic Hot
Sticks Available

INCLUDED ACCESSORIES

UPC NO. DESCRIPTION 025- | ASP- | ASP- | PT- CSs- Cs-
OLPS-5| 15/25 | 35U |DDVIP| SVM | DDVM
[N] DDVIP-138S 783310043027 EiL:aIB;)éseplay Wireless Voltage Indicating Phaser 100V-138kV, OH Single ; 0 0 0 1 0
DDVIP-138S/K0T 783310043034 Eiﬁl Display Wireless Voltage Indicating Phaser 100V-138kV, OH Single ] 0 0 ] 1 0
DDVIP-1385/K02 783310043041 Dpal Dis‘play Wireless Voltage Indicating Phaser 100V-138kV, OH/UG ] 1 0 1 1 0
Single Kit 1
DDVIP-1385/K03 783310043058 Dyal D|s.play Wireless Voltage Indicating Phaser 100V-138kV, OH/UG 1 . 1 1 0 1
Single Kit 2
DDVIP-138 783310042976  Dual Display Wireless Voltage Indicating Phaser 100V-138kV, OH Kit, Base | 2 0 0 0 0 1
DDVIP-138/K0T 783310042983  Dual Display Wireless Voltage Indicating Phaser 100V-138kV, OH Kit 1 2 0 0 1 0 1
DDVIP-138/K02 783310042990  Dual Display Wireless Voltage Indicating Phaser 100V-138kV, OH/UG Kit 1 | 2 2 0 1 0 1
DDVIP-138/K03 783310043003  Dual Display Wireless Voltage Indicating Phaser 100V-138kV, OH/UG Kit 2 | 2 2 2 1 0 1
025-0LPS-5 783310555834  Overhead Brass Hook Probe
025-0LPS-6 783310555841  Overhead Brass Pigtail Probe
ASP-15/25 783310055207 15kV and 25kV Class Insulated Underground Probe for
Loadbreak Bushings
g 35kV Insulated Underground Probe for Loadbreak Bushings Designed for
EEaD RIS Both Elastimold® and Cooper® (RTE) Bushings
GCP-1 783310555803  General Contact Underground Distribution Probe
EA-15/25 783310555797  15kV and 25kV Class Underground Loadbreak Elbow Probe
PT-DDVIP 783310555858  Proof Tester Voltage Indicating Phaser Tester — Confirms Proper Operation

4' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4"

S AR S Diameter Fiberglass

S-6H 783310628446 O Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4
Diameter Fiberglass

CS-SVM 783310555704  Plastic Carrying Case for DDVIP-138S and Kits

CS-DDVM 783310555698  Plastic Carrying Case for DDVIP-138 and Kits

NOTE: The use of a hot stick is required. Other kits and telescopic hot sticks are available.

E = NEW PRODUCT E = REPLACEMENT PART = ACCESSORY = BARE TOOL Professional. Nothing Less: 421
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FEATURES

+ Measures voltage from 5V to 25kV
line to line

+ Large, easy to read LED display

+ Versatile for overhead and
underground applications

+ Capacitive Test Point and Peak
Hold modes

422

SPECIFICATIONS

Operating Voltage Range

5V to 25kV line to ground

Operating Frequency

25-1000Hz

Accuracy

Within 1% of reading +/ 3 counts

LED Numeral Height

0.7", indicates 3 digits

Battery

9V lithium or alkaline

Battery Life

8 hours continuous use under normal operating conditions

Operating Temperature Range

-20°F to +120°F (-29°C to +49°C)

Weight (Without Probes)

2.251b (1.02 kg)

Dimensions (Without Probes)

14"Lx4.6"Wx4.1"H (36 cmx 12cm x 10 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)

Cord Voltage Rating

Up to 20kV
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PROBES AND ACCESSORIES

TEST & MEASUREMENT - HIGH VOLTAGE

Overhead Probes

Underground Dead Front
Bushing Probes

Insulated
Underground Probe

Underground Elbow
Probe

Proof Tester®
Voltmeter/Phaser Tester

Extension Hot Sticks

v,

\

;."' .
| ce l
025-0LPS-5 (I); ASP 15/25 GCP 1 EA 15/25 PT 50008 Different Lengths
025-0LPS-6 (r) and Telescopic Hot
Sticks Available
UPC NO. DESCRIPTION
[n] svm-25 783310555407  Includes SVM-25, (1) 025-OLPS-5 Overhead Brass Hook Probe and CS-SVM Case
SVM-25/K01 783310555414 Sg_lg\ilr\tjldcejsseVM—ZS, (1) 025-OLPS-5 Overhead Brass Hook Probe, (1) PT-5000B Proof Tester Voltmeter Tester and
SUM-25/K02 783310555421 Cgltlgféi]sre‘?ess\{gf;:d (é)S_CJSZ\;SMOIC_:FaJiS Overhead Brass Hook Probe, (1) ASP-15/25 UG Bushing Probe, (1) PT-5000B Proof Tester
025-0LPS-5 783310555834  Overhead Brass Hook Probe
025-0LPS-6 783310555841  Overhead Brass Pigtail Probe
ASP-15/25 783310055297  15kV and 25kV Class Insulated Underground Probe for Loadbreak Bushings
GCP-1 783310555803  General Contact Underground Distribution Probe
EA-15/25 783310555797  15kV and 25kV Class Underground Loadbreak Elbow Probe
PT-5000B 783310628392  Proof Tester Voltmeter Tester Confirms Proper Operation. 9V Battery Operated. 5000V Output
S-4H 783310628439  4' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
S-6H 783310628446  6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks
B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks
CS-SVM 783310555704  Plastic Carrying Case
B-30 783310055419  Carrying Bag with Fluorescent/Reflective Safety Stripes and Carrying Strap

NOTE: The use of a hot stick is required. Other kits are available.

E =NEW PRODUCT E = REPLACEMENT PART

= ACCESSORY =BARE TOOL

Professional. Nothing Less:
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Coiled
Connecting Cord

FEATURES

+ Measures voltage and performs
phasing operations from 50V to
40kV and up to 80kV with
add-on resistors

+ Provides consistent high accuracy
voltage measurements — within 1%
of reading

+ Auto-ranging — no settings required
+ Capacitive Test Point mode available

+ Auto shutoff and low battery
indicator features

+ Versatile for overhead and
underground applications

424 GREENLEE.COM

SPECIFICATIONS

One-Button
Operation for
All Functions

Back Lit
Display for Low
Light Conditions

Auto-Ranging
LCD Display

DVM 80, DVM 80T

Operating Voltage Range

50V-40kV up to 80kV with add on resistors
(multiply reading by a factor of two)

Operating Frequency

25-1000Hz AC/DC

Accuracy

Within 1% of reading +/- 3 counts (line-to-ground measurements)

Accuracy With Add-On Resistors

Within 2% of reading +/ 3 counts
(line-to-ground & line-to-line measurements)

LCD Numeral Height

0.4", indicates 3.5 digits

Battery

9V lithium or alkaline

Battery Life

17 hours continuous use under normal operating conditions

Operating Temperature Range

-13°F to +131°F (-25°C to +55°C)

Weight (Without Probes)

2.251b (1.02 kg)

Dimensions (Without Probes)

15" (38 cm)

Display Housing Dimensions

5"Wx4.25"Lx1.38"H (13cmx 11 cm x 3.5 cm)

Diameter Of Fiberglass

1" (2.54 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)

Cord Voltage Rating

Up to 10kV
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PROBES AND ACCESSORIES

TEST & MEASUREMENT - HIGH VOLTAGE

Overhead Probes Add On Underground Dead Insulated Underground | Cable Fault Proof Tester® Extension Hot Stick
Resistor Front Bushing Probes | Underground | Elbow Probe | Testing Voltmeter/ Hot Sticks Adapter
Probe Bushing Phaser Tester
(-// " !l | ) g
g . q l
025-0LPS-5 (1); R 80 ASP-15/25 (l); GCP 1 EA 15/25 CFT35 PT 50008 Different HSA
025-0OLPS-6 (1) ASP-35U (r) Lengths and 2500
Telescopic
Hot Sticks
Available
ACCESSORIES INCLUDED
UPC NO. DESCRIPTION 025- PT- cs-
OLPS-5| R-80 5000B | DVM
DVM-80 783310053439  Dual Stick Phasing Voltmeter, 50V-40kV 2 — — 1
DVM-80/K02 783310053699  Dual Stick Phasing Voltmeter, 50V-40kV (up to 80kV with Resistors) 2 2 1 1
DVM-80/K03 783310053705  Dual Stick Phasing Voltmeter, 50V-40kV (up to 80kV with Resistors) 2 2 — 1
DVM-80T 783310053446  Dual Stick Phasing Voltmeter w/Capacitive Test Point Mode, 50V-40kV 2 — — 1
DVM-80T/KO2 783310053712 DL_JaI Stic_k Phasing Voltmeter w/Capacitive Test Point Mode, 50V-40kV (up to 80kV 9 9 1 ]
with Resistors)
DVM-80T/KO3 783310053743 Dgal Stic‘k Phasing Voltmeter w/Capacitive Test Point Mode, 50V-40kV (up to 80kV 9 9 _ .
with Resistors)
CAT. NO. UPC NO. DESCRIPTION
025-0LPS-5 783310555834  Overhead Brass Hook Probe
025-0LPS-6 783310555841  Overhead Brass Pigtail Probe
R-80 783310555827  Add-On Resistor Stick for DVM-80 Series (Pair Required)
ASP-15/25 783310055297  15kV and 25kV Class Insulated Underground Probe for Loadbreak Bushings
ASP-35U 783310555773  35kV Insulated Underground Probe for Loadbreak Bushings Designed for Both Elastimold® and Cooper® (RTE) Bushings
GCP-1 783310555803  General Contact Underground Distribution Probe
EA-15/25 783310555797  15kV and 25kV Class Underground Loadbreak Elbow Probe
CFT-35 783310555780  Cable Fault Tester for Use up to 35kV System Voltages (21kV Phase-to-Ground)
PT-5000B 783310628392  Proof Tester Voltmeter Tester Confirms Proper Operation. 9V Battery Operated. 5000V Output
S-4H 783310628439  4' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
S-6H 783310628446  6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks
B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks
HSA-2500 783310054818  Universal Hot Stick Adapter (Shotgun)
CS-DVM 783310555711  Plastic Carrying Case
NOTE: The use of a hot stick is required. Other kits are available.
E = NEW PRODUCT E = REPLACEMENT PART = ACCESSORY = BARE TOOL Professional. Nothing Less: 425
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One-Button
Operation for
All Functions

DVM 80UVM / DVM 80UVK

Backlit Display
for Easy Reading

FEATURES

426

Measures voltage and performs
phasing operations from 50V
to 40kV and up to 80kV with
add-on resistors

Provides consistent

high accuracy voltage
measurements — within 1%

of reading

Auto ranging - no

settings required

Capacitive Test Point and Peak
Hold modes

Auto shutoff and low battery
indicator features

Versatile for overhead and
underground applications

GREENLEE.COM

SPECIFICATIONS

Operating Voltage Range

5V-40kV up to 80kV with add-on resistors (multiply reading by a factor of two)

Operating Frequency

25-1000Hz AC/DC

Accuracy

Within 1% of reading +/- 3 counts (line-to-ground and line-to-line measurements)

Accuracy With Add-On Resistors

Within 2% of reading +/- 3 counts (line-to-ground & line-to-line measurements)

LCD Numeral Height

0.4", indicates 3.5 digits

Battery

9V lithium or alkaline

Battery Life

17 hours continuous use under normal operating conditions

Operating Temperature Range

-20°F to +140°F (-29°C to +60°C)

Weight (Without Probes)

2.251b (1.02 kg)

Dimensions (Without Probes)

15" (38 cm)

Display Housing Dimensions

5"Wx4.25"Lx1.38"H(13cmx 11 cm x 3.5 cm)

Diameter Of Fiberglass

1"(2.54 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)

Cord Voltage Rating

Up to 10kV
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PROBES AND ACCESSORIES

TEST & MEASUREMENT - HIGH VOLTAGE

Overhead Probes Add On Underground Dead Insulated Underground | Cable Fault Proof Tester® Extension Hot Stick
Resistor Front Bushing Probes | Underground | Elbow Probe | Testing Voltmeter/ Hot Sticks Adapter
Probe Bushing Phaser Tester
( & I-‘ | | \
M | "f
- ! - -~ C€
025-0LPS-5 (1); R 80 ASP-15/25 (l); GCP 1 EA 15/25 CFT35 PT 5000B Different HSA 2500
025-0OLPS-6 (r) ASP-35U (r) Lengths and
Telescopic
Hot Sticks
Available
CAT. NO. UPC NO. DESCRIPTION

Universal Voltmeter Kit Includes DVM-80UVM, (2) 025-OLPS-5 Overhead Brass Hook Probes, (2) R-80 Resistor Sticks, (2) ASP-

DVM-80UVK 783310628286  15/25 UG Bushing Probes, (1) CFT-35 Cable Fault Tester, (2) HSA-2500 Universal Hot Stick Adapters, (1) PT-5000B Proof Tester
Voltmeter Tester and B-12 Carrying Bag

DV B0V 78310628203 L8 s OLAG.6 Overhead Brass Mook Probes and CO DM Case - 1o (oo il Optanal &0

025-0LPS-5 783310555834  Overhead Brass Hook Probe (Included in Kit)

025-0LPS-6 783310555841  Overhead Brass Pigtail Probe

R-80 783310555827  Add-On Resistor Stick for DVM-80UVM (Pair Required — Included in Kit)

ASP-15/25 783310055297  15kV and 25kV Class Insulated Underground Probe for Loadbreak Bushings (Included in Kit)

ASP-35U 783310555773  35kV Insulated Underground Probe for Loadbreak Bushings Designed for Both Elastimold® and Cooper® (RTE) Bushings

GCP-1 783310555803  General Contact Underground Distribution Probe

EA-15/25 783310555797  15kV and 25kV Class Underground Loadbreak Elbow Probe

CFT-35 783310555780  Cable Fault Tester for Use up to 35kV System Voltages / 21kV Phase-to-Ground (Included in Kit)

PT-5000B 783310628392  Proof Tester Voltmeter Tester Confirms Proper Operation. 9V Battery Operated. 5000V Output (Included in Kit)

S-4H 783310628439  4' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass

S-6H 783310628446  6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass

HSA-2500 783310054818  Universal Hot Stick Adapter (Shotgun - Included in Kit)

B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks

B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks

B-12 783310555681  Soft Sided Carrying Bag with Hanging Hook (Included in Kit)

CS-DVM 783310555711  Plastic Carrying Case for DVM-80UVM

NOTE: The use of a hot stick is required.
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Professional. Nothing Less:
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Heavy-Duty

Ground Cord

FEATURES

Measures voltage from 50V to 25kV
Auto ranging — no settings required
Capacitive Test Point mode

Auto shutoff and low battery
indicator features

Versatile for overhead and
underground applications

428 GREENLEE.COM

SPECIFICATIONS

One-Button
Operation for
All Functions

Universal
Spline Connection

DVM 25T

Back-Lit
Display for Low
Light Conditions

Operating Voltage Range

50V-25kV

Operating Frequency

25-1000Hz AC/DC

Accuracy

Within 1% of reading +/- 3 counts (line-to-ground measurements)

LCD Numeral Height

0.4", indicates 3.5 digits

Battery

9V lithium or alkaline

Battery Life

17 hours continuous use under normal operating conditions

Operating Temperature Range

-13°F to +131°F (-25°C to +55°C)

Weight (Without Probes)

21b (0.9 kg)

Dimensions (Without Probes)

15" (38 cm)

Display Housing Dimensions

5"Wx4.25"Lx1.38"H (13cmx 11 cm x 3.5 cm)

Diameter of Fiberglass

1" (2.54 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)

Cord Voltage Rating

Up to 10kV
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PROBES AND ACCESSORIES

Overhead Probes Underground Dead Insulated Underground Elbow | Proof Tester® Extension Hot Sticks | Hot Stick
Front Bushing Probes | Underground Probe | Probe Voltmeter/Phaser Tester| Adapter
\ ] \
- 3 lI|| |

byl S ;

. A Ce
025-0LPS-5 (1); ASP 15/25 GCP 1 EA 15/25 PT 5000B Different Lengths HSA 2500
025-0OLPS-6 (r) and Telescopic Hot

Sticks Available

CAT. NO. UPC. NO. DESCRIPTION

Single Stick Voltmeter w/Capacitive Test Point Mode, 50V-25kV; Includes (1) 025-OLPS-5 Overhead Brass Hook Probe and
CS-DVM Case

DVM-25T 783310053484

025-0LPS-5 783310555834  Overhead Brass Hook Probe

025-0LPS-6 783310555841  Overhead Brass Pigtail Probe

ASP-15/25 783310055297  15kV and 25kV Class Insulated Underground Probe for Loadbreak Bushings

GCP-1 783310555803  General Contact Underground Distribution Probe

EA-15/25 783310555797  15KkV and 25kV Class Underground Loadbreak Elbow Probe

PT-5000B 783310628392  Proof Tester Voltmeter Tester Confirms Proper Operation. 9V Battery Operated. 5000V Output
S-4H 783310628439  4' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass

S-6H 783310628446  6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass

B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks

B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks

HSA-2500 783310054818  Universal Hot Stick Adapter (Shotgun)

CS-DVM 783310555711  Plastic Carrying Case

NOTE: The use of a hot stick is required. Other kits are available.
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DVM 5000V
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FEATURES
+ Measures voltage from 10V

to 5,000V

+ Complies with NFPA 70E standard
for arc flash protection

- Displays 4 digits, showing the true
RMS voltage

+ Versatile for overhead and
underground applications

430

SPECIFICATIONS

Operating Voltage Range

10V-5,000V

Operating Frequency

50-1000Hz AC/DC

Accuracy

Within 1% of reading +/ 5 counts (line to ground &
line-to-line measurements)

LCD Numeral Height

0.4", indicates 3.5 digits

Battery

9V lithium or alkaline

Battery Life

17 hours continuous use under normal operating conditions

Operating Temperature Range

-13°F to +131°F (-25°C to +55°C)

Weight (Without Probes)

2.251b (1.02 kg)

Dimensions

15" (38 cm)

Display Housing Dimensions

5"Wx4.25"Lx1.38"H (13cmx 11 cm x 3.5 cm)

Diameter of Fiberglass

1" (2.54 cm)

Coiled Cord Length

Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)

Cord Voltage Rating

Up to 10kV
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PROBES AND ACCESSORIES

Proof Tester® Extension Hot Sticks | Hot Stick
Voltmeter/Phaser Tester Adapter

e/

PT 500 Different Lengths HSA 2500

and Telescopic Hot
Sticks Available

CAT. NO. UPC. NO. DESCRIPTION

DVM-5000V 783310053460  Low Voltage Phasing Voltmeter with Fixed Contact Probes, 10V-5,000V; Includes CS-DVM5000V Case

Low Voltage Phasing Voltmeter with Fixed Contact Probes, 10V-5,000V; Includes (2) UTH-8, (1) PT-500 Proof Tester Voltmeter

DVM-5000V/K0T 783310555438 Tester and CS-DVM Case

PT-500 783310555865  Voltmeter Proof Tester Confirms Proper Operation. 9V Battery Operated. 500V Output
UTH-8 783310555636  Universal Tool Handle

S-4H 783310628439  4'Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
S-6H 783310628446  6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks

B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks

HSA-2500 783310054818  Universal Hot Stick Adapter (Shotgun)

CS-DVM5000V 783310555735  Plastic Carrying Case for DVM-5000V

CS-DVM 783310555711  Plastic Carrying Case

NOTE: The use of a hot stick is required. Other kits are available.
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Multiple Scales Assist
in Avoiding Misreads

Strain Reliefs for
Maximum Cord Life

Large 3" Meter Face
s for Easy Reading

Coiled Connecting
Cord (Optional Cord
Reel Available)

MARK | through MARK VI,
EM 1 through EM 3

FEATURES SPECIFICATIONS
+ Dual stick MARK series measure voltage and
perform phasing operations from 0V to 75kV Operating Frequency Measures DC through 1000Hz AC RMS
+ Single stick EM series measure voltage from Accuracy 3% of full scale
0V to 25kV - .
» No batteries or calibration required Meter Face Size 8 (7.6 com)
+ Determines in phase or out of phase Battery None
+ Determines underground cable faults Operating Temperature Range -20°F to +140°F (-29°C to +60°C)
' Disgharges underground C?'?'es and other Meter Housing Dimensions 5"Wx4.25"Lx1.38"H (13cmx 11 cm x 3.5 cm)
equipment that hold capacitive charges
. Versatile for overhead and Diameter of Fiberglass 1" (2.54 cm)
underground applications Coiled Cord Length Retracted: 3.5' (1.7 m); Extended: 12' (3.6 m)
Cord Voltage Rating Up to 10kV
Model Length with Weight with Model Length with Weight with Model Length with Weight with
Probe(s) Hook Probe(s) Probe(s) Hook Probe(s) Probe(s) Hook Probe(s)
MARK | S 23" (58 cm) 4.91b (2.2 kg) MARK VII 23" (58 cm) 4.91b (2.2 kg) EM 1 28" (71 cm) 3.7 1b (1.7 kg)
MARKII'S | 32" (81cm) 5.7 Ib (2.6 kg) MARK VIl | 26.5" (67 cm) | 6.21b (2.8 kg) EM 2 34" (86 cm) 4.01b (1.8 kg)
MARKIII'S | 23" (58 cm) 4.91b (2.2 kg) MARK IX 27" (69 cm) 5.21b (2.4 kg) EM 3 30" (76 cm) 3.91b (1.8 kg)
MARK IV 23" (58 cm) 4.91b (2.2 kg) MARK XI 27" (69 cm) 5.2 Ib (2.4 kg)
MARK V 23" (58 cm) 4.91b (2.2 kg) MARK XII 31" (79 cm) 5.7 1b (2.6 kg)
MARK VI 23" (58 cm) 4.91b (2.2 kg)
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PROBES AND ACCESSORIES

TEST & MEASUREMENT - HIGH VOLTAGE

Overhead Probes Add On Underground Dead Insulated Underground Cable Fault Proof Tester® Extension Hot Stick
Resistors | Front Bushing Probes | Underground | Elbow Probe Testing Voltmeter/ Hot Sticks Adapter
Probe Bushing Phaser Tester
> . \'~,
( 4 | |
{ | | | ' e 7
e | ”
< | L C€ |
025-0LPS-5 (I); R 45 ASP-15/25 (1); GCP 1 EA 15/25 CFT35 PT 50008 Different Lengths | HSA 2500
025-0LPS-6 (1) R75 ASP-35U (r) and Telescopic Hot
Sticks Available
ACCESSORIES INCLUDED
UPC. NO. DESCRIPTION 025- ASP- PT- CcM-
OLPS-5 | R-45 R-75 15/25 | 5000B | S-4H S-6H B-6 100/V
MARK-I-S 783310555445  Dual Stick Voltmeter, Single Range, 0-15kV 2 — — — — — — — 1
MARK-I-S/KIT 783310555582  Dual Stick Voltmeter, Single Range, 0-15kV 2 — — — — 2 — 1 1
MARK-II-S 783310555452  Dual Stick Voltmeter, Dual Range, 0-15/0-45kV 2 - — - — - — - 1
MARK-II/KIT 783310555599  Dual Stick Voltmeter, Dual Range, 0-15/0-45kV 2 — — 2 1 — 2 1 1
MARK-II-S/KIT 783310555605  Dual Stick Voltmeter, Dual Range, 0-15/0-45kV 2 - — - - - 2 1 1
MARK-III-S 783310555469  Dual Stick Voltmeter, Dual Range, 0-15/0-75kV 2 - 2 - — - — - 1
MARK-III-S/KIT 783310555612  Dual Stick Voltmeter, Dual Range, 0-15/0-75kV 2 - 2 — — — 2 1 1
MARK-IV 783310555476  Dual Stick Voltmeter, Single Range, 0-5kV 2 — — — — — — — 1
MARK-V 783310555483  Dual Stick Voltmeter, Dual Range, 0-5/0-15kV 2 — — — — — — — 1
MARK-V/KIT 783310555629  Dual Stick Voltmeter, Dual Range, 0-5/0-15kV 2 — — 2 1 2 — 1 1
MARK-VI 783310555490  Dual Stick Voltmeter, Triple Range, 0-5/0-15/0-45kV| 2 2 — — — — — — 1
MARK-VII 783310555506  Dual Stick Voltmeter, Dual Range, 0-1/0-15kV 2 — — — — — — — 1
. Single/Dual Stick Voltmeter, Single Range, 0-15kV, _ _ _ _ _ _ _
RS sl Convertible to 1 Stick/2 Stick 2 !
MARK-IX 783310555520  Dual Stick Voltmeter, Single Range, 0-25kV 2 — — — — — — — 1
MARK-XI| 783310555537  Dual Stick Voltmeter, Dual Range, 0-5/0-25kV 2 — — — — — — — 1
MARK-XII 783310555544  Dual Stick Voltmeter, Single Range, 0-40kV 2 — — — — — — — 1
EM-1 783310555551  Single Stick Voltmeter, Single Range, 0-16kV 1 — — — — — — — —
EM-2 783310555568  Single Stick Voltmeter, Single Range, 0-25kV 1 — — — — — — — —
EM-3 783310555575  Single Stick Voltmeter, Dual Range, 0-1/0-15kV 1 - - - = - - - =
&0 el UPC. NO. DESCRIPTION &0 el UPC. NO. DESCRIPTION
025-0LPS-5 783310555834  Overhead Brass Hook Probe Proof Tester Voltmeter Tester Confirms Proper
PT-5000B 783310628392 .
025-0LPS-6 783310555841  Overhead Brass Pigtail Probe Operation. 9V Battery Operated. 5000V Output
Add-on Resistor Stick for MARK-VI g 4' Extension Hot Stick with Universal Spline,
R-45 783310042860 (Lo o) S-4H /83310628439 " £oam Filled, 1-1/4 Diameter Fiberglass
Add-on Resistor Stick for MARK-I11-S g 6' Extension Hot Stick with Universal Spline,
R-75 783310555810 (pair required) shel 783310628446 £ - Filled, 1-1/4' Diameter Fiberglass
HSA-2500 783310054818  Universal Hot Stick Adapter (Shotgun)
ASP-15/25 783310055297 15kV and 25kV Class Insulated Underground _ _ : -
Probe for Loadbreak Bushings B4 783310555667 Vinyl Qarrylng Bag for (2) 4' Extension
35KkV Insulated Underground Probe for Hot Sticks
ASP-35U 783310555773  Loadbreak Bushings Designed for Both g Vinyl Carrying Bag for (2) 6' Extension
Elastimold® and Cooper® (RTE) Bushings g egatasast Hot Sticks
g General Contact Underground . Metal Carrying Case for MARK Series
il RGNS Distribution Probe A C3310556879 Voltmeters, EM-1 and EM-3
EA-15/25 783310555797 1Eﬁjkv agd %Skv Class Underground Loadbreak C-2 783310555643  Aluminum Carrying Case for EM-2
ow Frobe cs5 783310555650 Aluminum Carrying Case for MARK Series
CFT-35 783310555780 Cable Fault Tester for Use up to 35kV System Voltmeters, EM-1 and EM-3

Voltages (21kV Phase-to-Ground)

NOTE: The use of a hot stick is required. Other kits and telescopic hot sticks are available. Optional cord reel available for MARK Series Voltmeters.
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Feature for Verifying Proper
Operation Prior to Use

Wireless, No
Connecting Cord

Wireless
‘Communication
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Beeps and Flashing Lights Provide
In-Phase/Out-Of-Phase Indications

Universal
Spline Attachment

TAG 5000

FEATURES

+ Phase conductors on system
voltages up to 230kV phase to phase

+ Range of operation is over 33 ft
through the air, over 1,000 ft along
overhead conductors

+ Perform phasing operations through
walls and metal enclosures

+ Clear indication of in phase/out of
phase conditions with audible and
visual indicators

+ Rugged and lightweight
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SPECIFICATIONS

Operating Voltage Range

4kV to 230kV line to line

Operating Frequency & Phasing

Can be used on 50Hz and 60Hz systems; In Phase Indication For Phase
Angle Shift Is < 10°; No In Phase Indication For Phase Angle = 30°

Transmission

Radio Frequency: 433.9MHz; Transmission Power: < 10Mw

Transmission Range

More than 33 feet through the air, over 1,000 feet along overhead
conductors and underground cables with polyethylene insulation; range is
substantially reduced in underground conductors with rubber insulation

Battery

9V lithium or alkaline battery in both transmitter and receiver units

Battery Life

Approximately 1 year of typical use

Operating Temperature Range

-20°F to +120°F (-29°C to +49°C)

Weight (With Overhead Probe)

1.2 Ib (0.54 kg) Each Unit

Dimensions (Without Probe)

8.5" L x 3.3"D (22 cm x 8 cm) Each Unit

Available In USA / Canada Only
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PROBES AND ACCESSORIES

Overhead Probes Underground Probes Extension Hot Sticks | Hot Stick
Adapter
TAG-42029 (I); IEP-UD/C (I); IEP-EA/C-35 (t); IEP-UDP (I); Different Lengths HSA 2500
TAG-AC60 (r) IEP-EA/C (r) IEP-TAG-EXT (b) ASP-15/25(r) | and Telescopic Hot
Sticks Available

CAT. NO. UPC. NO. DESCRIPTION

Wireless Phaser Set 4-230kV; Includes Transmitter and Receiver, (1) TAG-AC60 OH Hook Probe, (1) TAG-42029 OH Y Probe
and CM-5000 Case

TAG-5000 783310628453

Kit Includes Transmitter and Receiver, (1) TAG-AC60 OH Hook Probe, (1) TAG-42029 OH Y Probe, (2) IEP-UD/C UG Bushing

TAG-5000/KIT1 783310628460 Probes and CM-5000 Case

TAG-42029 783310555889  Overhead "Y" Probe

TAG-AC60 783310555872  Overhead Suspension Hook Probe

IEP-UD/C 783310555902  Underground Bushing Probe, 15, 25 and 35kV Class

IEP-EA/C 783310555919  Underground Elbow Probe, 15, 25 and Elastimold® 35kV Class

IEP-EA/C-35 783310555926  Underground Elbow Probe, 35kV Class

IEP-TAG-EXT 783310555933  Extension Probe, Allows Direct Contact with Bare Conductor

IEP-UDP 783310555940  Probe Adapter, Allows ASP-15/25 to be Installed and Used for Testing Bushings
ASP-15/25 783310055297  15kV and 25kV Class Insulated Underground Probe for Loadbreak Bushings

S-4H 783310628439  4' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
S-6H 783310628446  6' Extension Hot Stick with Universal Spline, Foam Filled, 1-1/4" Diameter Fiberglass
HSA-2500 783310054818  Universal Hot Stick Adapter (Shotgun)

B-4 783310555667  Vinyl Carrying Bag for (2) 4' Extension Hot Sticks

B-6 783310555674  Vinyl Carrying Bag for (2) 6' Extension Hot Sticks

CM-5000 783310555896  Metal Carrying Case

NOTE: The use of a hot stick is required. Other kits and telescopic hot sticks are available. Available in USA / Canada only.
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